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3 CONTRACTOR To SUBMIT TO

A WORK PLAN AND SCHEDULE. WORK PLAN TO INCLUDE FIELD MEASURE PIPE DIAMETER(S). TWO WEEKS BEFORE CONSTRUCTION.

B MATERIAL SHOP DRAWINGS AND SPECIFICATIONS TWO WEEKS BEFORE CONSTRUCTION
POST-CONSTRUCTION PHOTOS SHOWING ALL PIPE, BULKHEADS, AND CONNECTIONS POST-CONSTRUCTION

AT MINIMUM, PLACE AND COMPACT GRANULAR PIPE BEDDING To A POINT AT LEAST 12 ABOVE ABANDONED PIPE.

5.
SERVICES BULKHEAD AT MAINLINE SEWER PIPE AND ALSO WTHIN 4 FEET OF PROPERTY LINE.

BULKHEAD SERVICES AT MAINLINE SEWER PIPE
6 CLAY WYE STUB TO THE BASE OF THE MAINLINE PIPE IS DAMAGED, CUT IT FLUSH AND INSTALL APPROVED FLANGED SADDLE CONNECTION WTH STAINLESS STEEL CLAMP AND ABANDON SERVICE STUB.

FOR PRIVATE PIPE LESS THAN 12 0
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